
 

 
 
 

    

Medical Exam Room Cabinet  

Specifications 

Model: M2000 
 

 

 

 

 

 

 

 

 

 

 

 

Construction details 

 Cabinet is manufactured from 

thermofused laminate on industrial grade 

5/8” thick particle board, including the 

backs 

 All edges are sealed with 1mm PVC 

edgebanding for durability, to prevent 

moisture damage, and also asepsis 

qualities 

 Drawer fronts, and tops are field 

replaceable  

 Metal drawer sides with a durable epoxy 

finish, with 5/8” thick thermofused 

laminate bottoms and backs.  

 Roller wheels ensure easy, quiet and long 

lasting drawer movement  

 Glove and face mask metal dispenser 

bracket for easy restocking  

Features  

 Manufactured to ensure rigid structural 

integrity 

 Heavy duty hinges with 3 way adjustments 

 Doors, side panels and tops are 

replaceable 

 Supplied assembled and ready to use 

See our full medical range at www.bowwood.net 

Options 

 Microban laminate to prevent the 

proliferation of germs 

 Antibacterial bow pulls or bullet knobs 

 Plastic laminate finish 

 Solid surface top 

 Delete sink and faucet 

 Custom specifications, dimensions and 

layouts available 

 Add Waste drop 

 Optional lock to drawer  

 Upgrade to soft close hinges 

 


